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HAND WIRE SIZE INNER DIAMETER MAX LENGTH HAND WIRE SIZE INNER DIAMETER MAX LENGTH
L/R 0192 2 60 L/R 0.2625 BY75! 47*
L/R 0.207 2 60 L/R 0.273 375 55*
L/R 0.2187 2 60 L/R 0.283 375 60*
L/R 0.2253 2 60 L/R 0.295 375 60*
L/R 0.2343 2 60 L/R 0.3065 375 60*
L/R 0.2437 2 60 L/R 0.3125 375 60*
L/R 0.25 2 60 L/R 0.3195 375 60*
L/R 0.2625 2 60 L/R 0.331 375 60"
L/R 0.273 2 60 L/R 0.3437 375 60*
L/R 0.283 2 60 L/R 0.3625 375 60"
L/R 0.295 2 60 L/R 0.375 375 60"
L/R 0.2437 2.625 45* L/R 0.295 6 35*
L/R 0.25 2.625 48* L/R 0.3065 6 46*
L/R 0.2625 2.625 55* L/R 0.3125 6 40*
L/R 0.273 2.625 558 L/R 0.3195 6 40*
L/R 0.283 2.625 55* L/R 0.331 6 50*
L/R 0.295 2.625 554 L/R 0.3437 6 558
L/R 0.3065 2.625 60* L/R 0.3625 6 60"
L/R 0.3125 2.625 60* L/R 0.375 6 60"
L/R 0.3195 2.625 56* L/R 0.3938 6 60"

L/R 0.4062 6 60"

Since 1962, SSC has championed American manufacturing and ingenuity. Built on a unique opportunity to provide top-quality products and sup-
ported by superior customer service, we are proud to be an industry-leading, American manufacturer.

Our commercial spring selection is vast, ensuring you have the springs — and end types —you need for any application. Need additional sizes?
Contact SSC today.

Uncut springs, up to 20 feet long, are available for shipment from our Ohio manufacturing facility.

REV. 09/26/25 *All starred springs are pre-assembled with stationary cones




